
Wa r r a n t y

WARRANTY: 12 Month Warranty from 
date of delivery against defects in material 
and workmanship (EXCEPT BATTERIES) 
on all instruments. This warranty is void 
if, after having received the instrument in 
good condition, it is subjected to abuse, 
unauthorized alteration or casual repair. We 
will repair or replace products that prove to be 
defective during warranty period. NO OTHER 
WARRANTY IS EXPRESSED OR IMPLIED. 
THE WARRANTY DESCRIBED IN THIS 
PARAGRAPH SHALL BE IN LIEU OF ANY 
OTHER WARRANTY, INCLUDING, BUT NOT 
LIMITED TO, ANY IMPLIED WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE. WE ARE NOT 
LIABLE FOR CONSEQUENTIAL DAMAGES. 
Terms: Net 30 days, Missouri sales tax charged 
where applicable. Shipping & Delivery: All 
orders are FOB Raytown, MO. Specifications 
subject to change without prior notice.
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r e c e i v e r

Display Indicators:  
LCD directional arrow, low battery, current strength & 
reference indicators

Audio Indication:  
Pezio response

Power Source:  
9v, 6 “AA” cell batteries

Battery Life:  
Continuous: 40 hours intermittent: 82 hours

Operating Temperature:  
-4º F to +133º F (-20º C to +55º C)

Size:  
30.3” x 30.4” (77 cm x 24 cm)

Weight: 
3 lbs (1.3 kg)

Sp e c i f i cat i o n S

tr a n S m i t t e r

Operating Frequencies:  
8Hz Pulse

Indicators: 
Power on & low battery warning

Load Range: 
5 ohms to 2M ohms

Output Power:
100v - 1,200v

Power Source:  
12 V, 8 “C” cell batteries 

Battery Life:  
Continuous: 40 hours intermittent: 82 hours 

Operating Temperature: 
-4° F to 133° F (-20° C to 55° C)

Size: 
8.5” x 5.8” x 2.5” (21 cm x 15 cm x 6 cm)

Weight: 
2.2 lbs (1 kg)

Directional Fault Finding System

STAFF  Ki t 

S TA F F  P r o b e 
Directional fault finding probe

C A r r y i n g  C A S e 
Padded cases for receiver

M A n u A l 
Operations manual 

b A T T e r i e S
Six C-cell batteries and 8 C-cell batteries included for immediate use. 

S TA F F  Tr A n S M i T T e r 
8 Hz Pulse transmitter with disposable C-cell batteries 

•	 Stand-alone	Directional	Fault	Finder

•	 Directional	indications	to	fault’s	location

•	 Reference	indication	for	fault	identification

•	 Rigid	a-frame	for	strength

•	 Durable	design	for	field	use

•	 Locates	up	to	2	megohm	faults	


